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User Manual for Offset Tool

This Offset Tool is used for automatically generating offset values by using
reference values at defined set points as measured by FlexTC / MaxTC and by
any other temperature testing equipment. Generated offset values are
automatically inputted into Manual Offset Table in FlexTC / MaxTC.

1. Start in Manual Control Screen. Select Offset Table.
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2. Offset Window screen will open up.
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Offset Window screen has three panels:

i. The Manual Offset Table.
ii.  The Current Temperature Panel
iil.  Automated Feedback Panel

3. Select red indicator button next to Reset Profile Parameters?
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4. Download and run the setup file Setup_MDOffset available for download
from MD website: http://www.mechanical-
devices.com/homesites/PageGen2.asp?page=36490

3 Setup_MDOffset 03/04/2017 21:37 Application 4,045 KB

5. Follow the installation instructions of the setup file.
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MDOffset 1.0.0.0 Setup - O

Welcome to MDOffset Setup

This will install MDOffset 1.0.0.0 on your computer.

Click Next to continue, or Cancel to exit Setup.

<

l c Es Created with Actual Installer Free

Next > Cancel
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MDOffset 1.0.0.0 Setup - O

Select Application Folder ; K?i
Please choose the directory for the installation. : i i

E

DEVIGES

] setup willinstall MDOffset 1.0.0.0in the folder shown below.

To install to a different folder, dick Browse and select another folder.

Destination Folder

C:\Program Files (x86)\MDOffset Browse...

Required free space: 2.95 MB
Available free space: 121.08 GB

<Back || Next> \ Cancel
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0 MDOffset 1.0.0.0 Setup - O
Select Additional Tasks ; x}‘
Which additional tasks should be performed? % Ko
DEVIGES

Select the additional tasks you would like Setup to perform while installing MDOffset,
then dick Next.

Create shortcuts in Start Menu
Program group name:

MDOffset v

Create shortcuts on Desktop

< Back Cancel

-] MDOffset 1.0.0.0 Setup - O
Ready to Install ; x?‘
Setup is now ready to begin installing MDOffset 1.0.0.0 on your computer. ;ﬁ < 4
DEVIGES

Click Install to continue with the installation, or Back if you want to review or change
any settings.

Destination Folder:
C:\Program Files (x86)\MDOffset

Program group name:
MDOffset

Additional tasks:
Create shortcuts on Desktop

< Back Install Cancel
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MDOffset 1.0.0.0 Setup =

Installation Completed

MDOffset 1.0.0.0 has been installed on your computer.

Click Finish to exit Setup.

[¥] Launch MDOffset

CTJIVOINVHIIW

Finish

6. Offset Tool main window will open up.

o] Mechanical devices - 0
- Offset IP:
Set point Reference
Temperature MD tool e t"eaTuielature
* Set offset
values
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7. In IP field enter the IP address of your FlexTC or MaxTC.
Fill out the table with values of your trial values as measured with the

FlexTC / MaxTC and any other temperature testing equipment.
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Set point Temperature — set points at which measurements were taken. Enter
values in [°C]

MD tool — measurements taken with FlexTC / MaxTC. Enter values in [mV]

Reference value - measurements taken with any other temperature testing
equipment. Enter values in [mV]

ind Mechanical devices - O

Imum I I,qotool si,emce Loirfr}zl(aw Al IP 10.100.102.111
8 9767 9817 Set offset
% 7502 7523 values
0 6559 6530
-10 6174 ‘ 6143
25 5564 5522 v

< >
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8. Select button Set offset values.

K Mechanical devices - 0
Offset Al IP 10.100.102.111
%‘ pork - MD tool m"”“ temperature
value
85 9767 9817 Set offset
% 7502 7523 values
0 6559 6530
10 6174 6149
-25 5564 5522 v
< >
A
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9. Offset temperature value has been automatically generated based on Set
point Temperature, MD tool, and Reference value.
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K Mechanical devices - o
pr—

?m ot x:m gﬁﬂw Al 1P: 10100102111
85 767 [se17 86.34 Set offset
2 | 7502 7523 2556 values
0 (6559 ;'6530 0.75
10 6174 5149 1061
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10. At the same time in offset values have been generated and entered in
Manual Offset Table in FlexTC or MaxTC. This T Offset value is a product
of Set point Temperature, Offset temperature value, and T plunger.

53 |#s 650 | 639
483 |40 [B50 | 831
#10 [1000 | [983
#11 250 | 223

,. Iranu.al_Q‘Ffset Table
T iun‘ge T Offset T plunger |T Offset
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